GENERAL SITE NOTES:

1. LOCATION  OF UNDERGROUND UTILITIES AND OTHER UNDERGROUND  STRUCTURES
OBTAINED BY FIELD MEASUREMENTS WHERE VISIBLE AND/OR AVAILABLE — UTILITY
MAPPING, AND CONSIDERED APPROXIMATE ONLY. OTHER UNDERGROUND UTILITIES
AND  STRUCTURES MAY  EXIST; VERIFY THE LOCATION AND EXTENT OF ALL
UTILITY INFORMATION BY CONTACTING THE UNDERGROUND FACILITIES
PROTECTIVE ~ ORGANIZATION, INC. AT 1—-800—962-7692

2. VERIFY ALL  EXISTING CONDITIONS AND DIMENSIONS PRIOR TO CONSTRUCTION.
IN CASE OF ANY DISCREPANCY NOTIFY ARCHITECT/ ENGINEER

3. VERIFY THE CHARACTERISTICS AND EXTENT OF SUBSURFACE SOILS PRIOR TO
CONSTRUCTION. IN CASE OF ANY DISCREPANCY, NOTIFY ARCHITECT/ENGINEER.

4. THE PROJECT WORK LIMITS FOR ALL NEW CONSTRUCTION ARE THE SITE
BOUNDARY LINES, UNLESS NOTED OTHERWISE

5. SUPPORT ALL UTILITIES EXPOSED BY EXCAVATION. SUPPORT SYSTEMS TO BE
RECOMMENDED BY THE UTILITY AUTHORITY HAVING JURISDICTION.

6. ALL DIMENSIONS ARE TO FACE OF STRUCTURE,
PAVEMENT, UNLESS NOTED OTHERWISE.

OR EDGE OF

7. PAVED AREAS SHALL BE KEPT CLEAN OF MUD AND DEBRIS AT ALL TIMES.
8. DRAINAGE SHALL BE MAINTAINED AT ALL TIMES.

9. GRADE TO DRAIN AWAY FROM ALL NEW STRUCTURES.

11.  BLEND ALL NEW WORK SMOOTHLY WITH EXISTING.

12. REPAIR  TO MATCH EXISTING CONDITIONS ALL EXISTING SITE IMPROVEMENTS
DISTURBED DURING CONSTRUCTION THAT ARE DESIGNATED TO REMAIN.

13. FINE GRADE AND SEED ALL AREAS DISTURBED BY THIS CONSTRUCTION,
ARE NOT OTHERWISE NOTED.

WHICH

14. ALL WORKTO BE PERFORMED WITHIN THE CITY OF WATERTOWN MARGIN WILL REQUIRE
SIGN—OFF FROM A PROFESSIONAL ENGINEER, LISCENCED AND CURRENTLY REGISTERED YO
PRACTICE IN THE STATE OF NEW YORK, THAT THE WORK WAS BUILT ACCORDING TO THE
APPROVED SITE PLAN AND APPLICABLE CITY OF WATERTOWN STANDARDS. COMPACTION
TESTING WILL BE REQUIRED FOR ALL WORK TO BE PERFORMED WITHIN THE CITY OF
WATERTOWN MARGIN AND MUST BE SUBMITTED TO THE CITY OF WATERTOWN CODES
DEPARTMENT.

EARTHWORK NOTES:

1. DURING CONSTRUCTION AND UNTIL DISTURBED AREAS ARE STABILIZED, MAINTAIN
THE SITE AGAINST THE FORCES OF WATER AND WIND EROSION.
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Wilbur D. Thesier, P.E. PC

(315) 493-1966

PROFESSIONAL ENGINEER
PHONE

PO BOX 870, CARTHAGE, NY 13619
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SITE PLAN
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EXTERIOR FACADE FEATURES:

@ EXISTING SIGNAGE TO REMAIN

@ EXISTING METAL PANEL TO REMAIN

@ EXISTING ALUMINUM STOREFRONT TO REMAIN
@ EXISTING OVERHEAD DOORS TO REMAIN

@ NEW METAL PANEL TO MATCH EXISTING

@ NEW OVERHEAD DOORS TO MATCH EXISTING
@ EXISTING PAINTED BRICKFACE

NEW BRICKFACE

@ NEW METAL PANEL SIDING
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Wilbur D. Thesier, P.E. PC
PROFESSIONAL ENGINEER
PO BOX 870, CARTHAGE, NY 13619
PHONE: (315) 493-1966

New Addition To
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817 Arsenal Street
City of Watertown, Jefferson County, New York
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