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EXIST. STORM SEWER, FIELD INLET

EXIST. SANITARY SEWER & MANHOLE

EXISTING SINGLE/DOUBLE SIGNS
WATER,CREEK OR STREAM

EXIST. WATERMAIN, VALVE & HYDRANT

INLET MANHOLE, M.H., & END SECTION
BARBED WIRE,STOCKADE,CHAIN LINKED FENCE

EXISTING BUILDING

PROPOSED EASEMENT LINE

CENTER LINE

EXIST. EDGE OF PAVEMENT

EXISTING CONTOUR

PROPOSED CONTOUR

MIN. BUILDING SETBACK

EXIST. EASEMENT LINE
EXIST. RIGHT-OF-WAY LINE

CONIFEROUS, DECIDUOUS TREE,

SECTION/PARCEL BOUNDARY

350

CA100

EDGE OF WOODS

LEGEND

PROJECT INFORMATION

PROJECT SUMMARY
SHEET 1 OF 5

SCALE: 1" = 2000'VICINITY MAP

OVERALL ZONING
SITE PLAN

4562

3210

ORIGINAL SIZE IN INCHES

SITE INFORMATION

SHEET TITLE

C.E. JOB NUMBER SHEET NUMBER

SCALE

DATE

DRAWN BY

D.A.W.
PROJECT ENGINEER

C.J.M.

AS SHOWN

wireless

DATE:REAL ESTATE

DATE:NETWORK ENG.

DATE:CONST. MGR.

DATE:OPERATIONS

DATE:
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PRELIMINARY/CONSTRUCTION
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NO. DATE

WORK ORDER NUMBER

ISSUE

DATERELEASED BY

SITE PLAN

PARCEL TAX MAP NUMBER: 5-26-103.007 (8.62± ACRES PER TAX MAP)

PROPOSED ST. LAWRENCE SEAWAY RSA
CELLULAR PARTNERSHIP LEASE PARCEL AREA: 0.23± ACRES (100' x 100')

ZONING CLASSIFICATION: LI (LIGHT INDUSTRY)

MINIMUM TOWER SETBACK: N/A

CALCULATED AREA OF DISTURBANCE: 0.33± ACRES

LENGTH OF ACCESS ROAD: 126'±

VZW  PROJECT NO./ LOCATION CODE:

SITE NAME:

SITE ADDRESS:

CITY:

COUNTY:

TOWER LOCATION:

PROPERTY OWNER:

TOWER OWNER/APPLICANT:

2009355473/ 211782

THOMPSON PARK

1650 HUNTINGTON STREET
WATERTOWN, NEW YORK 13601

WATERTOWN

JEFFERSON

LATITUDE: 43°-58'-33.38" NAD83
LONGITUDE: 75°-52'-40.09"NAD83

TOWER BASE: 520.0'± AMSL NAVD1988

PARKSIDE BIBLE CHURCH OF THE CHRISTIAN & MISSIONARY ALLIANCE
491 EASTERN BOULVARD

WATERTOWN, NEW YORK 13601
CONTACT: PASTOR JUSTIN MORRIS

PHONE: (315) 782-6534

ST. LAWRENCE SEAWAY RSA CELLULAR PARTNERSHIP
d/b/a VERIZON WIRELESS

175 CALKINS ROAD
ROCHESTER, NEW YORK 14623

CONTACT: SARAH MAYBERRY-STEVENS
PHONE: (585) 703-1099

DIRECTIONS TO SITE: FROM 175 CALKINS ROAD, ROCHESTER: HEAD EAST ON CALKINS RD/ CO RD 39 TOWARD CO RD
88/ MIDDLE RD, 0.3 MILES. TURN RIGHT ONTO CO RD 88/ MIDDLE RD, 0.7 MILES. TURN RIGHT ONTO NY-253 W/ LEHIGH
STATION RD, 0.1 MILES. TURN LEFT ONTO I-390 S RAMP TO THRUWAY, 0.8 MILES. MERGE ONTO I-90 E/ ALBANY, 79.6
MILES. TAKE EXIT 36 ONTO I-81 N TOWARD WATERTOWN, 65.1 MILES. TAKE EXIT 45 TOWARD ARSENAL STREET, 0.2
MILES. TURN RIGHT ONTO ARSENAL STREET, 1.9 MILES. CONTINUE ONTO PUBLIC SQUARE, 0.2 MILES. CONTINUE ONTO
STATE STREET, 1.4 MILES. TURN LEFT ONTO EASTERN BOULEVARD, 0.6 MILES. TURN LEFT ONTO HUNTINGTON
STREET, SITE IS LOCATED 0.1 MILES ON LEFT.
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PROJECT #2009355473
THOMPSON PARK

1650 HUNTINGTON ST./13601

CITY OF WATERTOWN
 COUNTY OF JEFFERSON
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NAD 83 (CORS)

1. LOCATIONS SHOWN FROM A FIELD SURVEY BY COSTICH ENGINEERING, P.C. ON 06/15/2010,
REFERENCED TO N.G.S. MONUMENTS:

WATERTOWN CORS ARP (PID-DI0628)
-LATITUDE: 44-01-41.65832 (N)
-LONGITUDE: 075-55-15.94902 (W)
-ELLIP HEIGHT: 118.26 METERS

LOWVILLE CORS ARP (PID-DI0598)
-LATITUDE: 43-47-47.24348 (N)
-LONGITUDE: 075-29-07.55510 (W)
-ELLIP HEIGHT: 241.57 METERS

HAILESBORO CORS ARP (PID-DK7177)
-LATITUDE: 44-18-31.54797 (N)
-LONGITUDE: 075-26-57.69022 (W)
-ELLIP HEIGHT: 117.59 METERS

2. NO BOUNDARY SURVEY OR SEARCH OF DEEDS WAS PERFORMED. APPROXIMATE PROPERTY LINES
SHOWN FROM CITY OF WATERTOWN TAX MAPS AND FIELD LOCATIONS OF PROPERTY CORNERS.

3. PER THE NYSDEC FRESHWATER WETLANDS MAP, THERE ARE NO STATE WETLANDS IN THE PROJECT
AREA.

4. PER THE NATIONAL WETLANDS INVENTORY MAPS, THERE ARE NO FEDERAL WETLANDS IN THE
PROJECT AREA.

5. PER THE ERSI/ FEMA PROJECT IMPACT HAZARD INFORMATION AND AWARENESS SITE MAP, THERE IS
NO 100 YR. FLOOD PLAIN IN THE PROJECT AREA.

6. MAP ENTITLED "SURVEY MAP OF THE LAND OF THE PARKSIDE BIBLE CHURCH OF THE CHRISTIAN &
MISSIONARY ALLIANCE" WITH FILE NO. 82-72 PREPARED BY BERNIER-PECK-GOZALKOWSKI, DATED
05/20/1982.

NAD 83 (CORS)

NAD 83 (CORS)

1. TRUE NORTH ORIENTATION ESTABLISHED BY A
G.P.S. SITE SURVEY PERFORMED BY COSTICH
ENGINEERING, P.C., ON 06/15/2010.

2. DECLINATION OBTAINED FROM THE NATIONAL
GEOPHYSICAL DATA CENTER DURING THE MONTH
OF JULY, 2010.

M
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IC

08/25/2010

1 10/12/2010 BOUNDARY & ACCESS

2 11/10/2010 SETBACK DISTANCES

3 03/10/2011 PER PLANNING
BOARD COMMENTS

4 03/11/2011 REVISED MONOPOLE
COLOR

5 04/01/2011 REVISED
LANDSCAPING

6 05/20/2011 REVISED TOWER/
LEASE LOCATION

7 06/28/2011 REMOVED TRANSFORMER
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NAD 83 (CORS)

1. LOCATIONS SHOWN FROM A FIELD SURVEY BY COSTICH ENGINEERING, P.C. ON 06/15/2010,
REFERENCED TO N.G.S. MONUMENTS:

WATERTOWN CORS ARP (PID-DI0628)
-LATITUDE: 44-01-41.65832 (N)
-LONGITUDE: 075-55-15.94902 (W)
-ELLIP HEIGHT: 118.26 METERS

LOWVILLE CORS ARP (PID-DI0598)
-LATITUDE: 43-47-47.24348 (N)
-LONGITUDE: 075-29-07.55510 (W)
-ELLIP HEIGHT: 241.57 METERS

HAILESBORO CORS ARP (PID-DK7177)
-LATITUDE: 44-18-31.54797 (N)
-LONGITUDE: 075-26-57.69022 (W)
-ELLIP HEIGHT: 117.59 METERS

2. NO BOUNDARY SURVEY OR SEARCH OF DEEDS WAS PERFORMED. APPROXIMATE PROPERTY LINES
SHOWN FROM CITY OF WATERTOWN TAX MAPS AND FIELD LOCATIONS OF PROPERTY CORNERS.

3. PER THE NYSDEC FRESHWATER WETLANDS MAP, THERE ARE NO STATE WETLANDS IN THE PROJECT
AREA.

4. PER THE NATIONAL WETLANDS INVENTORY MAPS, THERE ARE NO FEDERAL WETLANDS IN THE
PROJECT AREA.

5. PER THE ERSI/ FEMA PROJECT IMPACT HAZARD INFORMATION AND AWARENESS SITE MAP, THERE IS
NO 100 YR. FLOOD PLAIN IN THE PROJECT AREA.

6. MAP ENTITLED "SURVEY MAP OF THE LAND OF THE PARKSIDE BIBLE CHURCH OF THE CHRISTIAN &
MISSIONARY ALLIANCE" WITH FILE NO. 82-72 PREPARED BY BERNIER-PECK-GOZALKOWSKI, DATED
05/20/1982.

NAD 83 (CORS)

NAD 83 (CORS)

1. TRUE NORTH ORIENTATION ESTABLISHED BY A
G.P.S. SITE SURVEY PERFORMED BY COSTICH
ENGINEERING, P.C., ON 06/15/2010.

2. DECLINATION OBTAINED FROM THE NATIONAL
GEOPHYSICAL DATA CENTER DURING THE MONTH
OF JULY, 2010.
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BB=BALLED & BURLAPPED
CAL.=CALIPER IN INCHES

SP.=SPREAD
HT.=HEIGHT

NO.#=GALLON SIZE
CONT.=CONTAINER

BR.=BARE ROOT

PLANT SCHEDULE

BLUE SPRUCEPp PICEA PUNGENS 30'-60' HT.

EVERGREEN TREES

8 10'-20' SP. 7'-8' HT. BB

05/20/2011

1 06/28/2011 REMOVED TRANSFORMER
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PLAN & NOTES

x350.5 EXISTING/PROPOSED SPOT ELEVATION @ X

EXIST. STORM SEWER, FIELD INLET

EXIST. SANITARY SEWER & MANHOLE

EXISTING SINGLE/DOUBLE SIGNS
WATER,CREEK OR STREAM

EXIST. WATERMAIN, VALVE & HYDRANT

INLET MANHOLE, M.H., & END SECTION
BARBED WIRE,STOCKADE,CHAIN LINKED FENCE

EXISTING BUILDING

PROPOSED EASEMENT LINE

CENTER LINE

EXIST. EDGE OF PAVEMENT

EXISTING CONTOUR

PROPOSED CONTOUR

MIN. BUILDING SETBACK

EXIST. EASEMENT LINE
EXIST. RIGHT-OF-WAY LINE

CONIFEROUS, DECIDUOUS TREE,

SECTION/PARCEL BOUNDARY

350

EDGE OF WOODS

SITE NOTES

LEGEND

GENERAL NOTES

1. ALL SITE WORK SHALL BE AS INDICATED ON THE DRAWING.

2. RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER REFUSE SHALL BE REMOVED FROM THE
SITE AND DISPOSED OF LEGALLY.

3. THE SITE SHALL BE GRADED TO CAUSE SURFACE WATER TO FLOW AWAY FROM THE EQUIPMENT
AND TOWER AREAS.

4. NO FILL OR EMBANKMENT MATERIAL SHALL BE PLACED ON FROZEN GROUND. FROZEN MATERIALS,
SNOW OR ICE SHALL NOT BE PLACED IN ANY FILL OR EMBANKMENT.

5. THE SUBGRADE SHALL BE COMPACTED AND BROUGHT TO A SMOOTH UNIFORM GRADE PRIOR TO
FINISHED SURFACE APPLICATION.

6. ALL EXISTING ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES WHERE
ENCOUNTERED IN THE WORK, SHALL BE PROTECTED AT ALL TIMES, AND WHERE REQUIRED FOR
THE PROPER EXECUTION OF THE WORK, SHALL BE RELOCATED AS DIRECTED BY ENGINEERS.
EXTREME CAUTION SHOULD BE USED BY THE CONTRACTOR WHEN EXCAVATING OR PIER DRILLING
AROUND OR NEAR UTILITIES.

7. ALL EXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER UTILITIES, WHICH INTERFERE
WITH THE EXECUTION OF THE WORK, SHALL BE REMOVED AND/OR CAPPED, PLUGGED OR
OTHERWISE DISCONTINUED AT POINTS WHICH WILL NOT INTERFERE WITH THE EXECUTION OF THE
WORK, SUBJECT TO THE APPROVAL OF ENGINEERING.

8. THE AREAS DISTURBED DUE TO CONSTRUCTION ACTIVITY SHALL BE GRADED TO A UNIFORM
SLOPE, FERTILIZED, SEEDED, AND COVERED WITH MULCH.

9. CONTRACTOR SHALL MINIMIZE DISTURBANCE TO EXISTING SITE DURING CONSTRUCTION. EROSION
CONTROL MEASURES, IF REQUIRED DURING CONSTRUCTION, SHALL BE IN CONFORMANCE WITH
THE NEW YORK STATE GUIDELINES FOR EROSION AND SEDIMENT CONTROL, AND COORDINATED
WITH THE TOWN.

10. CONTRACTOR SHALL NOTIFY UNDERGROUND FACILITIES PROTECTIVE ORGANIZATION AT
TELEPHONE NUMBER 1-800-962-7962 PRIOR TO EXCAVATION AT SITE.

11. ALL EXCAVATION WORK WITHIN 36" OF EITHER SIDE OF UNDERGROUND UTILITIES MUST BE DONE
BY HAND EXCAVATION METHODS.

4562

1. THIS PROJECT CONCERNS THE INSTALLATION, OPERATION AND MAINTENANCE OF AN UNMANNED
PUBLIC UTILITY/ PERSONAL WIRELESS SERVICE FACILITY.

2. THE PROPOSED DEVELOPMENT IS UNMANNED AND DOES NOT REQUIRE A MEANS OF WATER SUPPLY
OR SEWAGE DISPOSAL, OR HANDICAPPED ACCESS.

3. THE PROPOSED DEVELOPMENT DOES NOT INCLUDE OUTDOOR STORAGE, ANY SOLID WASTE
RECEPTACLES, OR PLUMBING.

4. ADEQUATE PARKING EXISTS FOR TWO VEHICLES FOR MAINTENANCE OR EMERGENCY SERVICE
ONCE A MONTH.

5. THERE ARE NO NEW STREETS, CURBS, SIDEWALKS OR WALKWAYS PROPOSED.

6. THERE ARE NO COMMERCIAL SIGNS PROPOSED FOR THIS INSTALLATION.

7. EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE PLANS ARE APPROXIMATE AND
ARE NOT CERTIFIED AS TO THE ACCURACY OF THEIR LOCATION  OR COMPLETENESS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING  THE EXACT LOCATIONS AND DEPTHS OF
ALL UTILITIES AND STRUCTURES IN THE PATH  OF, OR CLOSELY PARALLEL TO, OR UNDER, THE
PROPOSED CONSTRUCTION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DELAYS OR
DAMAGES OCCURRING AS A RESULT OF INCORRECTLY LOCATED UTILITIES. IT IS THE CONTRACTORS
RESPONSIBILITY TO NOTIFY THE VARIOUS UTILITY OWNERS IN AMPLE TIME FOR THEM TO LOCATE
AND MARK THEIR FACILITIES. THE CONTRACTOR SHALL ALSO NOTIFY UNDERGROUND UTILITY
LOCATION SERVICE AT LEAST 48 HOURS IN ADVANCE OF COMMENCING ANY WORK.
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MAP REFERENCES

NORTH ORIENTATION
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PROJECT #2009355473
THOMPSON PARK

1650 HUNTINGTON ST./13601

CITY OF WATERTOWN
 COUNTY OF JEFFERSON

STATE OF NEW YORK

NAD 83 (CORS)

NAD 83 (CORS)

NAD 83 (CORS)

N
13°- 02'

1. TRUE NORTH ORIENTATION ESTABLISHED BY A
G.P.S. SITE SURVEY PERFORMED BY COSTICH
ENGINEERING, P.C., ON 06/15/2010.

2. DECLINATION OBTAINED FROM THE NATIONAL
GEOPHYSICAL DATA CENTER DURING THE MONTH
OF JULY, 2010.

1. LOCATIONS SHOWN FROM A FIELD SURVEY BY COSTICH ENGINEERING, P.C. ON 06/15/2010,
REFERENCED TO N.G.S. MONUMENTS:

WATERTOWN CORS ARP (PID-DI0628)
-LATITUDE: 44-01-41.65832 (N)
-LONGITUDE: 075-55-15.94902 (W)
-ELLIP HEIGHT: 118.26 METERS

LOWVILLE CORS ARP (PID-DI0598)
-LATITUDE: 43-47-47.24348 (N)
-LONGITUDE: 075-29-07.55510 (W)
-ELLIP HEIGHT: 241.57 METERS

HAILESBORO CORS ARP (PID-DK7177)
-LATITUDE: 44-18-31.54797 (N)
-LONGITUDE: 075-26-57.69022 (W)
-ELLIP HEIGHT: 117.59 METERS

2. NO BOUNDARY SURVEY OR SEARCH OF DEEDS WAS PERFORMED. APPROXIMATE PROPERTY LINES
SHOWN FROM CITY OF WATERTOWN TAX MAPS AND FIELD LOCATIONS OF PROPERTY CORNERS.

3. PER THE NYSDEC FRESHWATER WETLANDS MAP, THERE ARE NO STATE WETLANDS IN THE PROJECT
AREA.

4. PER THE NATIONAL WETLANDS INVENTORY MAPS, THERE ARE NO FEDERAL WETLANDS IN THE
PROJECT AREA.

5. PER THE ERSI/ FEMA PROJECT IMPACT HAZARD INFORMATION AND AWARENESS SITE MAP, THERE IS
NO 100 YR. FLOOD PLAIN IN THE PROJECT AREA.

6. MAP ENTITLED "SURVEY MAP OF THE LAND OF THE PARKSIDE BIBLE CHURCH OF THE CHRISTIAN &
MISSIONARY ALLIANCE" WITH FILE NO. 82-72 PREPARED BY BERNIER-PECK-GOZALKOWSKI, DATED
05/20/1982.

M
AG

N
ET

IC

08/25/2010

1 03/10/2011 PER PLANNING
BOARD COMMENTS

2 03/11/2011 REVISED MONOPOLE
COLOR

3 05/20/2011 REVISED TOWER/
LEASE LOCATION

BB=BALLED & BURLAPPED
CAL.=CALIPER IN INCHES

SP.=SPREAD
HT.=HEIGHT

NO.#=GALLON SIZE
CONT.=CONTAINER

BR.=BARE ROOT

PLANT SCHEDULE

BLUE SPRUCEPp PICEA PUNGENS 30'-60' HT.

DECIDUOUS TREES

8 10'-20' SP. 7'-8' HT. BB

4 06/28/2011 REMOVED TRANSFORMER
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SCALE
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AS SHOWN

wireless

DATE:REAL ESTATE

DATE:NETWORK ENG.

DATE:CONST. MGR.

DATE:OPERATIONS

DATE:

DATE:RF ENG.

DESIGN APPROVAL

EQUIP. ENG.

PRELIMINARY/CONSTRUCTION

DRAWN BY

NO. DATE

WORK ORDER NUMBER

ISSUE

DATERELEASED BY

CA500

ZONING DETAILS
(1 OF 2)

3'
-4

"

3' MIN

NOT TO SCALE

~

~

~
~

~

~
GRADE

X
X

X

OUTSIDE

~

INSIDE

SCALE: 1"=10'±

3/4" CHAMPER
(TYP.)

NOTE:
ULTIMATE COMPRESSIVE STRENGTH OF
CONCRETE AT 28 DAYS SHALL BE 4000 PSI.

FRONT ELEVATION

3/4" CRUSHED STONE

WEED BARRIER
SHALL BE TYPAR
LANDSCAPE
FABRIC  OR EQUAL

COMPACTED SUBGRADE

6"

BARBED WIRE
3 STRANDS GALVANIZED

EXTENSION ARM

POST CAP

TOP RAIL

LINE POST @ 8'-0" OC
(3" DIA SCH 40
CORNER POSTS)

GREEN VINYL COATED
CHAIN LINK FABRIC

TENSION WIRE

1/2" CROWN

CONCRETE

1'-0" DIA

1'
-0

"
6'

-0
"

3'
-6

"

6"

POST CAP
PIPE LEG CHANNEL
SUPPORT MICROFLECT
MODEL NO B589

UNISTRUT (TYP)

PIPE COLUMN
MICROFLECT

MODEL NO B130

B501 MICROFLECT
BRIDGE CHANNEL

1/2" DIA GAL
THREADED ROD (TYP).

ANTENNA CABLES ON
SNAP-IN COAX HANGER (TYP)

FIN GRADE

CONCRETE

TO GROUND SYSTEM
REFER TO GROUNDING
PLAN FOR CONNECTION

4"
4"

1'

1'
-0

"
9'

-0
"

9"

7'
-1

0"DOOR

6'-6"

~

~~

~

6"

HVAC UNIT
(TYP OF 2)

MOTORIZED INTAKE LOUVER
W/SCREENED HOOD

70 W/HPS LIGHT
WITH PHOTO CELL,

MOTION DETECTOR
& CUT OFF SHIELD

PAINTED METAL ROOF

FINISHED FLOOR

DOOR

NOT TO SCALE

NOT TO SCALE NOT TO SCALE

NOT TO SCALE

NOTE:
ALL DISTURBED AREAS NOT RECEIVING STONE SHALL
RECEIVE 4" OF TOPSOIL AND BE SEEDED AS DIRECTED
BY CELLULAR NETWORK REPRESENTATIVE.

NOTE: SLOPE STABILIZATION TECHNIQUES
SUCH AS SURFACE ROUGHENING (SEE
NEW YORK GUIDELINES FOR URBAN
EROSION AND SEDIMENT CONTROL) SHALL
BE UTILIZED ON ALL SLOPES GREATER
THAN 3:1.

COMPACT EXISTING SUBGRADE TO 95% OF
MAXIMUM DENSITY AT OPTIMUM MOISTURE
CONTENT USING STANDARD PROCTOR
(ASTM D-698) TESTING.

SUPAC 4WS (WOVEN FABRIC) OR APPROVED EQUAL
-THIS FABRIC WILL BE SPREAD OVER THE ROADWAY
PAVEMENT SUBGRADE TO PROVIDE ADDITIONAL
STRUCTURAL STRENGTH FOR PROPOSED LOADINGS.

SUBGRADE AREAS THAT CANNOT BE STABILIZED OR RESULT IN
REMOVAL OF ALL ORGANICS UTILIZING A MAXIMUM OF 1.0' OF
UNDERCUT SHOULD BE REPORTED TO THE CONSTRUCTION MANAGER.
CONSTRUCTION MANAGER SHALL RECOMMEND THE APPROPRIATE
BRIDGING TECHNIQUE THAT MAY INCLUDE UTILIZATION OF STONE
FILLING, ADDITIONAL FABRIC AND/OR GEOGRID MATERIALS.

PROOF-ROLL ROADWAY SUBGRADE AREAS USING A LOADED 10
WHEEL DUMP TRUCK (80 P.S.I. TIRE PRESSURE) OR A 12 TON

SMOOTH DRUM VIBRATORY ROLLER. AREAS THAT SHOW PUMPING
OR WHICH ARE OTHERWISE UNSATISFACTORY SHALL BE UNDERCUT

AND REPLACED WITH COMPACTED FILL, OR STABILIZED IN PLACE.

N.Y.S.D.O.T. MATERIAL SECTION 703.0201 #4 & #5 CRUSHED
STONE (12" MINIMUM WITH 2-6" COMPACTED LIFTS). THE

CELLULAR CONSTRUCTION MANAGER MAY SPECIFY
ADDITIONAL STONE BASE AS FIELD CONDITIONS WARRANT.

6" N.Y.S.D.O.T. ITEM NO. 304.12 SUBBASE
COURSE, TYPE 2 (#1 AND #2 STONE)

1/4"/FT.

CENTERLINE OF
IMPROVEMENTS

1/4"/FT.

THEORETICAL
GRADE LINE (T.G.L.)

6' 6'

1'-0" CONCETE SLAB

SHELTER

#5 @ 12" O.C. EACH
WAY, TOP AND BOTTOM.

12" OF 3/4" CRUSHED STONE CONFORMING WITH
N.Y.S.D.O.T. STANDARD SPECIFICATIONS. SECTION
703-AGGREGATE, SUBSECTION 703-02-COURSE
AGGRIGATE, TABLE 703-04 NO. 2 STONE.

EXCAVATE AS REQUIRED TO
REMOVE VEGETATION & TOPSOIL.
EXPOSE UNDISTURBED NATURAL
SUBGRADE.

1'
-0

"

3" CLEAR
(TYP. ALL SIDES)

3"

PROPOSED ST. LAWRENCE SEAWAY RSA
CELLULAR PARTNERSHIP ANTENNA

 MOUNTING STRUCTURE C  @ 96' AGL.

N

NOTES:

1. THE TOWER SHALL BE CONSTRUCTED WITH GALVANIZED STEEL AND PAINTED
BROWN.

2. NO FAA OBSTRUCTION LIGHTING IS PROPOSED BY ST. LAWRENCE SEAWAY RSA
CELLULAR PARTNERSHIP UNLESS IT IS REQUIRED BY THE FEDERAL AVIATION
ADMINISTRATION OR THE LOCAL MUNICIPALITY

3. ALL REFERENCES TO THE TOWER AND ITS FOUNDATION ARE TO BE DIRECTED TO
THE DESIGN AND DETAIL DRAWINGS BY THE TOWER SUPPLIER.

4. TOWER SHALL BE DESIGNED/CONSTRUCTED TO ACCOMMODATE A MINIMUM OF
THREE WIRELESS CARRIERS.

5. PROPOSED VERIZON WIRELESS ANTENNAS SHALL BE INSTALLED IN ACCORDANCE
WITH THE SITE SPECIFIC RF ANTENNA DESIGN SHEET SUPPLIED BY THE VERIZON
WIRELESS RF SYSTEMS DESIGN ENGINEER.

PLAN VIEW

L
3210
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PROJECT #2009355473
THOMPSON PARK

HUNTINGTON ST. / 13601

CITY OF WATERTOWN
 COUNTY OF JEFFERSON

STATE OF NEW YORK

4562
CABLE BRIDGEFENCE DETAIL

CONCRETE SLAB DETAIL ASPHALT APRON PAVEMENT SECTION

GRAVEL DRIVE DETAIL

PROPOSED 100' MONOPOLE

NOT TO SCALE

TYPICAL 11' - 6" x 30' - 0" EQUIPMENT BUILDING

6"

6"

EXISTING SUBGRADE

12" MIN. STONE
SUBBASE (TWO 6"
LIFTS) N.Y.S.D.O.T.

ITEM 304.12

3" ASPHALT BINDER COURSE,
N.Y.S.D.O.T. ITEM 403.138902, TYPE 3

1" ASPHALT TOP COURSE,
N.Y.S.D.O.T. ITEM 403.178902, TYPE 6

GEOTEXTILE STABILIZATION
MIRAFI 500X OR APPROVED

EQUAL (IF REQUIRED)

NOT TO SCALE

GRAVEL SURFACING/ STONE YARD

TR
U

E

M
AG

N
ET

IC

13°02'±

08/25/2010

1 11/11/2010
MOTION DETECTOR & CUT

OFF SHIELD NOTE

2 03/10/2011
ASPHALT DRIVEWAY

SECTION & TOWER COLOR

3 03/11/2011
REVISED MONOPOLE

COLOR
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CA501

ZONING DETAILS
(2 OF 2)
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NOTE: CONTRACTOR SHALL

SUITABLE MATERIAL

1/2 ROOT BALL DIA. +6"

DOUBLE STRAND # 12 GAUGE
GALV. WIRE, TWISTED

CREPE PAPER, BURLAP, OR OTHER
WRAP TREE TRUNK WITH HEAVY

2"x2"x8' WOOD STAKE (THREE SIDES),
DRIVEN 48" BELOW GROUND OR TO RESISTANCE

3/4" WIDTH "SEAT BELT" WEBBING WITH
EYELET TO SECURE TREE WIRE AND
PROTECT TREE BARK FROM DAMAGE

CONC. CURB

3"

EARTH "V"

 TO 3" DEPTH

6"

STANDARDS (TYP.)
AS PER A.A.N.

SUBSOIL

CUT COMPLETELY.

ASPHALT PAVEMENT

REMOVE BURLAP FROM
TOP 1/3 OF BALL

PLACE CEDAR BARK MULCH

DIA. x DEPTH

22"x17" DEEP
24"x17" DEEP
28"x19" DEEP
32"x22" DEEP

MIN. BALL SIZE

1 3/4" - 2"
2"

2 1/2"
3"

LANDSCAPE ISLAND.
SHALL BE PERMITTED WITHIN THE

OF TOPSOIL/PEAT MOSS ARE
MET OR EXCEEDED. NO ASPHALT

38"x22" DEEP3 1/2"

TO ENSURE THE MINIMUM DIMENSIONS

2'-0" MIN.

STANDARDS
AS PER A.A.N.

ROOT BALL

CONC. CURB

WEED BARRIER

(ALL DIRECTIONS)

RODENT GUARD

NOTES:
1.

2.

3.

4.

MIXED PER CUBIC YARD
5-10-5 PLANTING FERTILIZER THROUGHLY
1/2 PART WELL ROTTED MANURE, 10 LBS.
4 PARTS TOPSOIL, 1 PART PEAT MOSS,

OVER 4' IN HEIGHT.
STAKE ALL TREES 4" CALIPER OR LESS AND EVERGREENS

PREPARED SOIL MIX:

ASPHALT PAVEMENT

LOOSEN AND BLEND THE SOIL IN THE ENTIRE PLANTING
AREA 10-12" DEEP. IN THE CENTER OF THE PLANTING
AREA DIG A HOLE AT LEAST AS WIDE AS THE ROOT BALL
AND 6" DEEPER.

REMOVE TREE WIRE BASKET OR CONTAINER AND PLACE
ON SOLIDLY PACKED SOIL MIX. ROOT COLLAR IS
SLIGHTLY ABOVE SURROUNDING GRADE STAKE SYSTEM
TO BE REMOVED AFTER SIX MONTHS.

CHECK MOISTURE AT 4-6". IF DRY WATER TO 6" DEPTH.

TREE SIZE (CAL.)

TAKE SPECIAL PRECAUTIONS

NOT TO SCALE

TYPICAL TREE PLANTING DETAIL

03/10/2011

1 4/01/2011 REMOVED SHRUB DETAIL


